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1.0 INTRODUCTION 
 
 

• The ACBplus series of scales are simple and easy to use. 
• The scales can be operated with an A.C. adapter or using an 

internal rechargeable battery. 
• The weighing process is fast and accurate, making it suitable for the 

general purpose weighing applications, parts counting, percentage 
weighing functions, etc. 

• There are 7 models in this series with capacities ranging from 150 
grams to 3 kilograms.  

• All models include automatic zero tracking, automatic tare, 
accumulation facility that allows the weight to be stored and recalled 
as an accumulated total and bi-directional RS-232 interface for 
communicating with a PC or printer. 

• All have stainless steel weighing platforms on an ABS plastic base 
assembly. 

• Keypads are sealed with colour coded membrane switches.  
• The scales have an optional weigh below facility. 
• The displays are large, easy to read liquid crystal type displays 

(LCD). It is provided with a backlight and also a bar-graph at the 
bottom to display the weight of the item on the pan with respect to 
the capacity of the scale. 

• The LCD normally shows the weight and the units of the weight 
selected previously (Grams, Carats, Pounds, etc). See section 5.1 
for details on Units. 
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2.0 SPECIFICATIONS 
 
 

2.1 TECHNICAL SPECIFICATIONS 
 
 ACBplusplusplusplus

-150 
ACBplusplusplusplus
---- 300 

ACBplusplusplusplus
-600 

ACBplusplusplusplus
-600H 
 

ACBplusplusplusplus
-1000 
 

ACBplusplusplusplus
-1500 

ACBplusplusplusplus- 
3000 

Maximum 
Capacity 

150g 300g 600g 600g 
 

1000g 
 

1500g 3000g 

Readability 0.005g 0.01g 0.02g 0.01g 0.01 g 0.05g 0.1g 

Tare Range 150g 300g 600g 600g 
 

1000 g 
 

1500g 3000g 

Repeatabilit
y(s.d.) 

0.005g 0.01g 0.02g 0.01g 
 

0.01 g 
 

0.05g 0.1g 

Linearity – 0.01g 0.02g 0.04g 0.02g 0.02 g 0.1g 0.2g 

Pan �120mm (4.7�) 124×144mm 
(4.9�X5.7�) 

Wind shield Included as standard 

Units of 
Measure 

g / ct / Lb / OZ / d / GN / OZt / dWt / MM / TL.T / TL.C / TL.t /t / N /g2. 

 
 
 
 
 

2.2 COMMON SPECIFICATIONS 
 
 
Interface RS-232, bi-directional 
Stabilisation Time 2 Seconds typical 
Operating Temperature 0°C - 40°C / 32°F - 104°F 
Power supply (external) 9VDC / 800 mA 
Calibration Automatic External 
Display 16mm high 6 digits LCD 

With auto backlight and loading bar graph 
Scale Housing ABS Plastic with Stainless Steel platform 
Overall Dimensions (wxdxh) 195 x 240 x 70mm (7.7� x 9.5� X 2.8�) 
Net Weight 1.5 kg (3.3 lb.) 
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 3.0 INSTALLATION 
 

3.1 LOCATING THE SCALE 
 

·  Avoid extreme temperatures. Do not place the scale in direct 
sunlight or near air conditioning vents. Avoid air movement 
such as from fans or opening of doors and windows. 

 
·  Avoid unsuitable tables. The table or floor must be rigid and 

not vibrate. Do not place near vibrating machinery. 
 

·  Avoid unstable power sources. Do not use the scale near 
any large user of electricity such as welding equipment or 
large motors. 

 
·  Avoid high humidity that might cause condensation. Avoid 

direct contact with water. Do not spray or immerse the scales 
in water.  

 
·  Keep the weighing area clean. 

 
·  Do not stack material on the scale when not in use. 

 
·  Protect the scale from extreme temperatures, vibration and 

dust. 
 

3.2 SETTING UP THE SCALE 
 
  

·  Remove the Shipping Protection screw from the bottom of 
the base. 

 
   

  


